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Double-pin 
articulated joints

Long Life sealing gaskets: 
on all the pins

Internal 
cab view

Rear endothermic motor 
installed longitudinally

ISO 24410 universal-type 
equipment coupling

Inching pedal: 
maximum control

Rear 
oscillating axle
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PERFORMANCE

Measurements expressed in millimetres

Measurements expressed in millimetres

Measurements expressed in millimetres

DIMENSIONS

DIMENSIONS

DIMENSIONS

Operative load EN474.3 (80%) retracted (Kg)

Operative load EN474.3 (60%) retracted (Kg)

Operative load EN474.3 (80%) extended (Kg)

Operative load EN474.3 (60%) extended (Kg)

Data for machines with quick attachment

PERFORMANCE

Tipping load with aligned machine (retracted boom) (Kg)

Tipping load in max articulated position (retracted boom) (Kg)

Tipping load with aligned machine (extended boom) (Kg)

Tipping load in max articulated position (extended boom) (Kg)

Data for machines with quick attachment

ENGINE

PERFORMANCE

Patented compensation system

BOOM

Times: (in seconds)

Lifting

Descent

Extension

Retraction

Tilt (Recall)

Tilt (Unloading)

HYDRAULIC PLANT

Hydraulic plant (total)

Fuel tank

REFUELLING  (Litres)

TRANSMISSION

 

 

Gear pump with capacity at max. speed (lt/1’): 

Max operational pressure (bar):

TYRES

Tyres

Alternative

Alternative

Alternative

Rigid Axles: 2, with planetary gearheads

Front axle $xed to the frame

Oscillating rear axle with total range 

Service brake in oil bath on the front servo controlled axle

Parking brake with negative operation

Articulated frame steering, total steering angle:

Servo controlled steering through hydraulic steering gear (Load Sensing)

DIFFERENTIAL AXLES - STEERING

Brand

Maximum power kW (hp)

Speed setting (rpm)

Operation

Injection

Number and arrangement of cylinders

Displacement (cm3)

Speci$c consumption (g/kWh)

Intake

Cooling system

Starting VOLTS

Hydrostatic transmission with variable capacity pump

and hydrostatic engine with automatic adjustment

Number of speeds, forward-reverse

Servocontrolled 2-speed gearbox.

Inching pedal for controlled advancement

Operating load with standard bucket and quick connection (kg)

Standard bucket capacity (m3)

Breakout force (daN)

Maximum negotiable gradient

Traction force (daN)

Max speed (km/h)

Turbo compressor

Liquid

Natural

Liquid

Natural

Liquid

4-stroke Diesel

Direct mechanical

4, vertical in line

4-stroke Diesel

Direct, electronic

4, vertical in line

Turbo compressor intercooler

Liquid


