PRODUCT SPECIFICATIONS FOR CW12

OPERATING SPECIFICATIONS

Compaction Width 2090 mm
Travel Speed - Maximum 14.5 km/h
ENGINE

Gross Power 75 KW
Engine Model C4.4
DIMENSIONS

Height - ROPS 2960 mm
Overall Length 4524 mm

SERVICE REFILL CAPACITIES

Water Spray Tank Capacity 700 |
Fuel Tank Capacity 208 |
WEIGHTS

Operating Weight 8850 kg
Average Weight per Wheel 1.26t

CW12 OPTIONAL EQUIPMENT


https://www.cat.com/en_ID/products/new/equipment/compactors/pneumatic-rollers/5134354119040942.html#
https://www.cat.com/en_ID/products/new/equipment/compactors/pneumatic-rollers/5134354119040942.html#
https://www.cat.com/en_ID/products/new/equipment/compactors/pneumatic-rollers/5134354119040942.html#

AIR CONDITIONING

AIR SUSPENSION SEAT W/HEAT

CAT COMPACTION CONTROL
EMULSION SPRAY SYSTEM

WATER SPRAY FREEZE PROTECTIONKIT
LED LIGHTING

MACHINE TO MACHINE COMMUNICATION
EXTERNAL MIRRORS

PRODUCT LINK

ROPS/FOPS CAB

ROADING LIGHTS

SUN CANOPY

TEMPERATURE GAUGE (SINGLE SENSOR)
THERMAL APRONS

TIRE SCRAPERS

TRIPLER FILTERED WATER SPRAY SYSTEM
WATER DISTRIBUTION MATS

WARNING BEACON

WHEEL FENDERS



