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Machine model 110.44-C 110.44-0
Maximum capacity 10000 Ib (4500 kg) 10000 Ib (4500 kg)
Maximum lifting height on wheels 43,8 ft (13,34 m) 43,8 ft (13,34 m)
Maximum horizontal extension on outriggers 30,32 ft(9,2m) 30,32 ft (9,2 m)
Capacity at maximum height on outriggers 8800 Ib (3992 kg) 8800 Ib (3992 kg)
Capacity at maximum height on wheels 4600 Ib (2087 kg) 4600 Ib (2087 kg)
Capacity at maximum horizontal extension on outriggers 4500 Ib (2041 kg) 4500 Ib (2041 kg)
Capacity at maximum horizontal extension on wheels 1600 Ib (726 kg) 1600 Ib (726 kg)
Towing force 27737 Ibf (12338,2 daN) 27737 Ibf (12338,2 daN)
Unladen weight 27337 Ib (12400 kg) 27337 Ib (12400 kg)
Max speed (referred to wheels with maximum permitted dia- 18,6 mph (30 km/h) 18,6 mph (30 km/h)
meter)

Machine model 110.44-C 110.44-0

Lifting 15,s 15,s

Getting off the basket 10,s 10,s

Extension 17,0s 17,0s

Retraction 12,05 1205

Machine model 110.44-C 110.44-0

Brand Kubota Kubota

Nominal power 112 HP (83,5 kW) 112 HP (83,5 kW)

@rpm 2600 rpm 2600 rpm

Emission standards Stage IlIB/Tier 4i Stage IlIB/Tier 4i

Starter motor 12V-3 kW 12V-3 kW

Alternator 100 A 100 A

Battery 12V -185Ah - 1200 A cold cranking 12V -185Ah - 1200 A cold cranking

Machine model 110.44-C 110.44-0

Front axle With transverse leveling device (8° + 8°) with control in the cab ~ With transverse leveling device (8° + 8°) with control in the cab
and 45% self-locking differential and 45% self-locking differential

Machine model 110.44-C 110.44-0

Hydraulic pump capacity 44,9 gal/min (170 L/min) 44,9 gal/min (170 L/min)

Max. operating pressure 3626 psi (25,0 MPa) 3626 psi (25,0 MPa)

Machine model 110.44-C 110.44-0

Hydraulic system (total) 42,27 gal (160 L) 42,27 gal (160 L)

Diesel tank 27,74 gal (105 L) 27,74 gal (105 L)

Machine model 110.44-C 110.44-0

Standard tires 14.00x24" 14.00x24"

Machine model 110.44-C 110.44-0

Marking ANSI/ITSDF B56.6 - CSA B335 - UL558 ANSI/ITSDF B56.6 - CSA B335 - UL558

STANDARD FORKS
Width section 130 mm (5,1 in)
Height section 60 mm (2,4 in)



DIMENSIONS

Machine model
A

110.44-C

18,5 in (470 mm)
129,9in (3300 mm)
250 in (6350 mm)

101,2in (2570 mm)
96,1 in (2440 mm)

136,6 in (3470 mm)
157,9in (4010 mm)

110.44-0

18,5 in (470 mm)
129,9in (3300 mm)
250in (6350 mm)
101,2in (2570 mm)
96,1 in (2440 mm)
136,6 in (3470 mm)
157,9in (4010 mm)

DOCDIO000846
DOCDIO000847

AN
an

L\

i\

ANSI/ITSDF B56.6-2011 ANSI/ITSDF B56.6-2011



Headquarters: 5500 Nafex Way Suite 3, Fort Worth, TX 76131
P:214-227-2448 - F: 412.458.1084 - website: www.dieci-americas.com
SKT 1 10.44 - Dieci Americas -UK | v. 1.3


http://www.dieci-americas.com

