
LF 130 LT is a heavy, fast-operating forward plate compactor, ideal for compacting thin to medium
layers of granular soils. The unique plate shape and optimised speed enable fast and easy
compaction with high production rates. The exclusive, patented low-vibration handle protects you
from unhealthy vibration levels and the compact design with foldable handle make transportation
and storage easy.

LF 130 LT HATZ
967 89 69‑01

Hatz 1B20

3,2 kW

Recoil

757 g/kWh

Diesel

Soil

95 Hz

20 N

22 m/min

500 mm

960 mm

Obj. č.:

FORWARD PLATE LF 130 LT Hatz

967 89 69‑01

Husqvarna LF 130 LT

PLATE
WIDTH

500
mm

HMOTNOST,
KG

142
kg

CENTRIFUGA
L FORCE

20
N

VŠECHNY SPECIFIKACE
LF 130 LT

MOTOR

Motor / model motoru

Výkon (hodnota stanovená výrobcem motoru)

Startér

Emise výfukových plynů (CO2 EU V)

Zdroj napájení

SPECIFIKACE

Compaction application

Cyklus fáze proudu

Centrifugal force

Rychlost, km/h

ROZMĚRY

Plate width

Délka výrobku

https://www.husqvarnaconstruction.com/cz/hutnici-desky/lf130lt-2/#
https://www.husqvarnaconstruction.com/cz/hutnici-desky/lf130lt-2/#


LF 130 LT HATZ
967 89 69‑01

500 mm

1 122 mm

142 kg

104 dB(A)

103 dB(A)

6,8 m/s²

1,1 m/s²

SOUVISEJÍCÍ VÝROBKY A PŘÍSLUŠENSTVÍ

NÁHRADNÍ DÍLY

VŠECHNY SPECIFIKACE
LF 130 LT

Šířka výrobku

Výška výrobku

Hmotnost, kg

HLADINA ZVUKU A HLUKU

Hladina akustického výkonu, garantovaná (LWA), db(A)

Hladina akustického tlaku u ucha obsluhy, db(A)

VIBRACE

Vibrace na levé rukojeti

Vibrace pravé rukojeti


